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TOMMATECH AU SERIES PWM SOLAR CHARGE CONTROLLER

TommaTech AU series controller is a PWM charge controller with 

built  in LCD display that adopts the most advanced digital 

technique. The multiple load control modes enable it can be 

widely used on solar home system, tra�c signal, solar street light, 

solar garden lamp, etc. 

› High quality components

› Complies with UL and VDE quality standards

› -25 to 55 °C Operating Temperature

› Dynamic LCD design

› Dual USB design for electronic devices

› Comprehensive protection

› Multiple load control modes

› Energy statistics function

Product Features
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* TommaTech GmbH reserves the right to change the specification of products without prior notice.
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Kuru / Jel / Sulu

Kuru:14.6 / Jel: Hayır / Sulu:14.8

Kuru:14.4 / Jel:14.2 / Sulu:14.6

Kuru / Jel / Sulu:13.8

Kuru / Jel / Sulu:12.6

Kuru / Jel / Sulu:11.1

≤9.2mA / 12V;≤11.7mA / 24V; ≤14.5mA / 36V;≤17mA / 48V

-3mV / °C / 2V (25 °C)

-20 ~+70 

-25~+55 (Ürün Tam Yükte Sürekli Olarak Çalışabilir)

≤95, Yoğuşmasız

IP30

Ortak Pozitif

5 / 2.4

50 96 50 96

MODEL

Nominal System Voltage [V DC]

Battery Input Voltage Range [V]

Rated Charge / Discharge Current[A]

Max. PV Open Circuit Voltage [V]

Battery Type 

Equalize Charging Voltage [V]

Boost Charging Voltage [V]

Float Charging Voltage [V]

Low Voltage Reconnect Voltage [V]

Low Voltage Disconnect Voltage [V]

Self-Consumption

Temperature Compensation Coefficient

LCD Temperature Range [°C]

Working Environment Temperature [°C]

Relative Humidity  [%]

Enclosure

Grounding

USB Output [V DC/ A]

Overall Dimension (mm)

Weight (kg)


